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QUALITY CLASS: QUALITY CLASS: QUALITY CLASS: QUALITY CLASS: PN­61/C­96097 

GENERAL FEATURES:GENERAL FEATURES:GENERAL FEATURES:GENERAL FEATURES:
AXLE  OIL  U  (Industrial  oil  Pm­30/50­0­020)  is  produced  using  carefully  selected  base  oils  obtained  in  the
process  of  crude  oil  distillation  and  enriching  additives.  The  oil  is  featured  by  good  low­temperature
properties and low ash residue.

APPLICATION:APPLICATION:APPLICATION:APPLICATION:
AXLE  OIL  U  (industrial  oil  Pm­30/50­0­020)  is  mainly  designed  for  lubricating  sliding  bearings  of  steam
locomotives, train and tram cars.

STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:
PN­61/C­96097

PHYSICAL AND CHEMICAL PROPERTIES:PHYSICAL AND CHEMICAL PROPERTIES:PHYSICAL AND CHEMICAL PROPERTIES:PHYSICAL AND CHEMICAL PROPERTIES:
Parameters Unit Typical values
Density at 15 0C kg/m3 886,1
Kinematic viscosity at. 500C mm2/s 46,9
Kinematic viscosity at. 1000C 2/s ­
Flow temperature 0C ­27
Flash point 0C 253
Note: The above values of physical and chemical properties are typical values. Actual values are specified in quality certificates enclosed
with each product lot.
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AXLE OIL U (індустріальна 
олива Pm-30/50-0-020)

КЛАС ЯКОСТІ: PN-61/C-96097

ЗАГАЛЬНА ХАРАКТЕРИСТИКА:
AXLE OIL U (Індустріальна олива Pm-30/50-0-020) виробляється з використанням ретельно відібраних базових олив,
отриманих в процесі перегонки сирої нафти, і збагачувальних присадок. Олива характеризується хорошими
низькотемпературними властивостями і низьким зольним залишком.

ЗАСТОСУВАННЯ:
AXLE OIL U (індустріальна олива Pm-30/50-0-020) в основному призначена для змащування підшипників ковзання
паровозів, залізничних і трамвайних вагонів.

СТАНДАРТИ, ДОПУСКИ.  СПЕЦИФІКАЦІЯ:
PN-61/C-96097

ФІЗИЧНІ ТА ХІМІЧНІ ВЛАСТИВОСТІ:
Параметри Одини

ця
Типові

значення
Щільність при 15 0С кг/м3 886,1
Кінематична в'язкість при 50 0C мм2/с 46,9
Кінематична в'язкість при 100 0C 2/s -
Температура плинності                   0C -27

Температура спалаху 0C 253
Примітка: Наведені вище значення фізико-хімічних властивостей є типовими. Фактичні значення вказані в сертифікатах якості, що додаються до кожної
партії продукції.
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