RAVENOL

TeMnepatypa noTepm TeKy4ectu
TeMnepartypa BCNbIWKU

LiBer

MnoTtHocTb Npm 15°C

BaskocTtb npu 100°C

BaskocTtb npu 40°C

CATOEL TO-4 SAE 50

OAna TpaHcMmuccum

CneuuanbHoe TPAQHCMUCCUOHHOE MAacCno Ansa 3JIeMEeHTOB
TPAHCMUCCUM, TMAPaABITUYECKUX NPUBOAOB U Myd)T Kapbepuoﬁ n
CTPOMTeﬂbHOﬁ TexHuke. He NMPUMEHATb B Ka4eCcTBe MOTOPHOro
Macna.

Specifications

API CF

Practice and tested in aggregates with filling

Caterpillar TO-4, Allison C-4, Komatsu Micro Clutch, Eaton Fuller, ZF TE-ML 03C

RAVENOL Catoel TO-4 SAE50 cneumManbHoe TPAaHCMMUCCUOHHOE Macho,
npousBenéHHoe B FfepMaHum Ha ocHOBe MUMHepanbHoro 6azoBoro macnaBbicwero
KavecTBa C NpMMeHeHMeM cneuuanbHoro kKomnnekca npucanok. NpegHasHavyeHo
cneumanbHO ANA 31eMEHTOB TPaAaHCMUCCUMU, TMAPaBNIMYEeCKUX NPUBOAOEB U Myt
KapbepHOM U CTpouTenbHOMU TexHuke. lIpumeHseTCA B MHOroguCKOBbIX
cueneHMsaxX ¥ TopMo3ax, Tak Ha3blBae@Moro, KMOKpOro Tuna».

HE NMPUMEHSTb B KAYECTBE MOTOPHOIO MACHIA.
MpumeHeHue CATOEL TO-4 SAE 50 o6ecneumBaer:

e  OTAMYHYIO 3ALMUTY OT U3HOCA

e  BbICOKYIO YCTOMYMBOCTb K OKUCIIEHUIO

¢ TMpekpacHble BA3KOCTHO-TEMNepaTypHbie CBOMCTBA

e YBenuumeBaeT NPOAOIIKUTENIbHOCTb XXU3HU KOMINOHEHTOB
e TlapaHTUIO MaKCUMManbHOro cpoka cny»x6bi arperaros

°C -21 DIN ISO 3016
°C 265 DIN ISO 2592
n/a XKEenTo-KOpUYHEeBbIA
Kr/m?3 902 DIN EN ISO 12185
mMm?/c 16,7 DIN 51562
mMmm?/c 191 DIN 51562
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