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BopocrTinke BUCOKOTEMMNepaTypHe CERAN GEP npusHadeHun ans BUKOPUCTaHHS
MacTUmo 3 KOMMeKCy cynbgoHaTy Ha BiZKPUTUX Nepeaayax npyBoaiB NOBOPOTHOrO
KanbLito | TBEpAMMK MacTUnamu. GapabaHa, 0ANMHOYHMX | NOABIMHUX LLECTIPeHb nedi Ta

NPMBOAIB MMHA, LLO NMPaLoTh 3a TSKKUX YMOB.
CERAN GEP ocobnueo agantoBaHui ans
3MalllyBaHHS Ha LlyKpoBMX 3aBogax (MigLwnnHUKm

KOB3aHHS, LLUECTEPHI/BIOKPUTI LLECTEPHI).

YypnoBa TepMidHa Ta MexaHiyHa CTabinbHICTb.
[Micns oxonogXeHHst 4O TeMnepaTypa HaBKO-
NULLIHLOIO CepeaoBMLLAa BOHO BiJHOBIHOE CBOIO
Nno4aTKkoBY TEKCTYpPY.

YypoBa CTiViKiCTb 40 HaBaHTaXXeHb 3aBOsAKM
NpPoOTU3aguUPHUM Ta NPOTU3HOLLYBaNbHUM
B1AaCTUBOCTAM.

ISO 6743-9: L-XBFHB 0
DIN 51 502: OGPFOR -20

Posnunioetbes, gobpa agresis oo metanis.
HapssuyaliHa BOAOCTINKICTb, HE3HAYHA
BTpaTa KOHCUCTEHLii CNoCTepiraeTbCAa HaBiTb
npv HagXOKEHHI BENUKOI KifbKOCTi BOAM B
MacTuno.

BigMiHHMIN 3aXMCT Big OKMCNEHHS Ta KOPO3il
3aBOsKM caMin Nnpupoai cyrnbdoHaTIB KanbLito,
TaKoX Yy MPUCYTHOCTI MOPCLKOT BOAM.

CERAN GEP He MICTUTb CBUHLIFO YU iHLINX
BaXKKMX MeTarniB, siKi BBa)XaloTbCA LUKiONMBUMN
0I5 300POB'A NMOANHN Ta HAaBKOJTULLHBOIO

cepenoBsuLLa.

This lubricant used as recommended and for the application for which it has been designed does not present any particular risk.
A material safety data sheet conforming to the regulations in use in the E.C. can be obtained from your local commercial adviser or down loaded
at ms-sds.totalenergies.com
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3aBXxan yHukanTe 3abpyaHeHHss macTuna nunom ta/abo 6pyaom nig yac HaHEeCEHHS.
BaxxaHo BMKOpPUCTOBYBaTN MHEBMATUYHNIA HACOC/PO3NUITIOBaY.

XAPAKTUPUCTUKWN

Muno/3aryulysay

knac NLGI

Konip

BUrNag

JianasoH Temneparyp

MeHeTpauina 3a 25°C
4 Ky/IbKM HaBaHTaXKeHHSA
Mpotu ipxi SKF- EMCOR

TouKa KpannenagiHHA

KiHemaTuuyHa B'A3KicTb
6a3oBoi oamneu 3a 40°C

METOAM

ASTM D 217/DIN 51 818
Visual

Visual

ASTM D 217/DIN51 818
ASTM D 2596
ISO 11007

IP 396
ASTM D 445

Above characteristics are mean values given as an information.

OAVHULI

°C

0.1 mm
daN

rating

°C

mm?/s (cSt)

CERAN GEP

Komnekc cynbdoHaTy KanbLia
0
YOPHUI
rnagKkni
-20 po 180

355 - 400
> =800
0-0

> 250
700

This lubricant used as recommended and for the application for which it has been designed does not present any particular risk.
A material safety data sheet conforming to the regulations in use in the E.C. can be obtained from your local commercial adviser or down loaded
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