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This lubricant used as recommended and for the application for which it has been designed does not present any particular risk.
A material safety data sheet conforming to the regulations in use in the E.C. is obtainable via your commercial adviser www.quick-fds.com.

FINAROL B 5746

Metalworking

Rust preventive oil « Prelube ».

UTILISATIONS

 FINAROL B 5746 can be applied at ambient temperature by brush, dip, spray
or electrostactic methods.

 FINAROL B 5746 is a high performance corrosion preventive oil with metal-
forming properties.

ADVANTAGES

 FINAROL B 5746 is disigned to fulfil the requirement of the steel and
automotive industry.

 FINAROL B 5746 provides:
- Excellent corrosion protection on strip and sheet steel
- Very good staining resistance, even after long term storage
- Easy removal of the film by the conventional cleaning methods
- Compatible with most refiner’s oil to give a clear and uniform product
- Good film-forming characteristics without any sign of dewetting during of after

application.
- Light planishing characteristics.
- Very good press drawing properties.

TYPICAL CHARACTERISTICS METHODS UNITS FINAROL B 5746

Appearance visual - Brown, liquid

Density ISO 12185 g/cm
3

0.904

Viscosity at 40 °C ISO 3104 mm²/s 9.75

Flash point ISO 2592 °C 150

Humidity cabinet DIN 50 017 Cycles > 10

Exposure to HPLR 400 (during 168 h) D 17 1785 % No coloration

Natural exposition after 21 days Internal % No staining
Above characteristics are mean values given as an information.


