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OSYRIS Y 3000 

 

 

Metalworking 

 

 

UTILISATIONS 
 
  OSYRIX Y 3000 is a anti-corrosion neat oils. It comply with the ISO Standard 

6743/8 (1987) : category L-RL. 
 Long-term, anti-rust protection of machines and metals, tubes, shafts, bars 

stored in covered areas, away from the elements. 
 Protection of diverse mechanical parts, gears in casing, gearboxes, etc. 

 

ADVANTAGES 
 
  OSYRIX Y 3000 protect parts by coating them with an oily, non-drying film which 

is both adherent and durable. 
- High spreading ability, 
- Minor water-repellent properties, 
- Good resistance to humid air and acid atmospheres, 
- Prevents corrosion that may be caused by direct handling of parts, 
- Recommended protection duration with OSYRIS 3000 is 6 months indoor. This 

duration depends a lot on the environment of the protected metal, we advise 
you to test the product on some pieces before validating it technically. 

 
 OSYRIX Y 3000 may be applied: 

- by spraying,  
- by immersion, 
- by brush or paintbrush. 
If application is done by immersion, parts may be treated even when hot. 
 

 Removal of the protective film : 
- by solvent (white spirit, distillates, petrol, etc…) 

. wipe away with a cloth soaked in solvent.  

. immersion and agitation in two successive baths (5 to 30 minutes depending 
on the thickness of the film and the temperature). 

- by petrol containing 1 % of commercially available emulgator:  
. soaking 10 to 30 minutes, draining, washing in hot water, drying. 

 
- Alkaline solutions at 85/95°C:  

. immersion and agitation for 5  to 30 minutes, washing in hot water, drying. 
 . the following may be used  for the solution: 
- silicate of sodium :     0.5 % 
- trisodium phosphate : 1 % 
- sodium carbonate :     1 to 2 %. 
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This lubricant used as recommended and for  the application for which it has been designed does not present any particular risk. 
A material safety data sheet conforming to the regulations in use in the E.C. can be obtained from your local commercial adviser or down loaded from  
 www.quick-fds.com. 

 
 
 

TYPICAL CHARACTERISTICS METHODS UNITS OSYRIS Y 3000 

Colour ASTM D 1500 - Brown 
Density at 15°C ISO 3675 kg/m3 874 
Kinematic viscosity at 20 °C ISO 3104 mm²/s 90 
Kinematic viscosity at 40 °C ISO 3104 mm²/s 32 
Flash point ISO 2592 °C 206 
Protective film thickness D 59 1160 micron 4 
Spreading ability - m2/gk 310 
Pour point ASTM D 2500 °C - 18 
Above characteristics are mean values given as an information. 
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