PV 100 — PV 100 PLUS

TOTAL
MuHepanbHble Macna AnA BakyyMHbIX HaCOCOB.
NMPUMEHEHMUE
. BakyyMHble Hacocbkl C BO3BpaTHO-NOCTyNaTeNbHbIM XO40M MOPLUHSA
BaKyyMHble Hacochbl NN POTaUMOHHbIE BaKyyMHble HacoChbl.
. Mo3BonsaeT o6opynoBaHMIO 4OCTUYb BTOPUYHBIX BaKyyMHbIX YPOBHEMN.
. Hacochbl, nepekadmBaioLLme BriaXKHbIA BO3OYX.
NMPEUMYLLECTBA
o Hun3koe aaBneHne HacblWeHHbIX NapoB. OTOT NokasaTenb SBNAeTCH
O6pasoBaHue onpegensaowmmMm ansa AoCTUXKEHUS HeoBXo0ANMOro YypoBHS
BaKyyma paspexeHust.
o XopoLuni nHaekc BA3KOCTN. He3HaumMTenbHoe n3MeHeHne BA3KOCTH
CtabunbHOCTb n3-3a pocTa TemnepaTyphbl, CTabUNbHOCTb €€ CBOWCTB B TEYEHUE
XapaKTepucTuk Bo BCEro cpoka cnyxbbl Macna rapaHTUpyT repMeTUYHOCTb BaKyyMHOrO
BpemMeHu
Hacoca.
o OuyeHb xopoLuasi CTOMKOCTb K OKUCMEHMIO NpeaoTBpallaeT
obpa3soBaHMe OpraHNYecKnX OTIIOXEHNIA.
o B cTtaHgapTHbIX pabo4ynx yCrioBUAX 1 Npu OTCYTCTBUMN CUSTbHBIX
KOPPO3MOHHbLIX rasoB macro PV 100 PLUS nossondeT 4ocTuyb
Hanbonee 3KOHOMHOrO pexxrMma paboTbl Hacoca.
XAPAKTEPUCTUKHU
TYPICAL CHARACTERISTICS METHODS UNITS PV 100 PV 100 PLUS
Density at 15°C ISO 3675 kg/m® 872 872
Viscosity at 40°C ISO 3104 mm?/s 104 104
Viscosity at 100°C ISO 3104 mm?’/s 11.9 12.1
Viscosity index ISO 2909 - 96 97
Pour point ISO 3016 °C -12 -12
Flash point (open cup) ISO 2592 °C 250 258

Above characteristics are mean values given as an information.
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This lubricant used as recommended and for the application for which it has been designed does not present any particular risk.
A material safety data sheet conforming to the regulations in use in the E.C. can be obtained from your local commercial adviser or down loaded from

www.quick-fds .com.
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