
MARTOL EV 10 AQ 

 
Металлообработка 

 
 

 
Испаряющееся штамповочное масло. Не содержащее (ЛОС). 
 
 

 

 MARTOL EV 10 AQ испаряющееся масло для формовки низкой и 
средней степени тяжести на стали и цветных металлах. 

 MARTOL EV 10 AQ можно наносить кистью, распылением или валиком. 

 MARTOL EV 10 AQ подходит для многих областей применения, что 
позволяет снизить количество масел в мастерской. 

 
 
 
 

 

 MARTOL EV 10 AQ продукт, не содержащий ЛОС. 
 MARTOL EV 10 AQ характеризуется: 

- Его испаряющийся характер. 
- Хорошая смазываемость, которая обеспечивает отличное покрытие 

поверхности. 
- Может использоваться в определенных случаях на металле с покрытием. 
- Оставляет тонкую пленку, и операция обезжиривания в большинстве 

случаев не требуется. 
 MARTOL EV 10 AQ обеспечивает увеличенный срок службы инструмента. 

 
 
 
 

         ХАРАКТЕРИСТИКИ МЕТОДЫ Единицы 
измерения 

MARTOL EV 10 AQ 

Цвет визуально - прозрачный 

Вязкость при 20°C NFT 60-100 mm2/с 3.8 

Вязкость при 40°C NFT 60-100 mm2/с 2.5 

Температура вспышки EN 22719 °C > 104 

Above characteristics are mean values given as an information. 

 
 
 
 
 

TOTAL LUBRIFIANTS 

INDUSTRIE 
07-03-2014 
MARTOL EV 10 AQ 

1/1 

 
This lubricant used as recommended and for the application for which it has been designed does not present any particular risk. 
A material safety data sheet conforming to the regulations in use in the E.C. can be obtained from your local commercial adviser or down loaded from 
www.quick-fds.com. 

ПРИМЕНЕНИЕ 

 

ПРЕИМУЩЕСТВА 

http://www.quick-fds.com/

	ПРИМЕНЕНИЕ

